uPVvC

Specification
e Maximum ambient temperature 70°C
e Maximum installation depth 370m

» |nstallation: Vertical, Horizontal or Inclined

Applications

« Water rising for submersible and jet pump for
Irrigation & Domestic purposes

Industrial mining and Chemical distribution

The best replacement for MS, PPR, ERW, GL, HDPE
and Stainless Steel column pipes

uPVC is nearly inert towards corrosion, chemical
reaction and erosion, so that, it is ideally used in
salty, sandy and chemically aggressive water
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Permanent Locking through

Corrosion Free Freezing Technology

Easy Installation & Handling

Very Low Friction Loss

Termite Proof

Non Toxic & Resistant to chemical reactions
Unbreakable & longer life span upto 25 years.

The best alternative for G.| Pipes and cost effective.
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Packing Details

All dimensions are in mm (Nos. of Pipes/Bundle)
ggmgzlr Nominal | 0.D. including Pl T s
. 0.0. | coupler (Max) . ‘ mm 3 Meter | 5.8/6 Meter
Super
mm inch Primo Nano Medium | Standard | Heavy Heavy
25 1.00" 33.30 46.10 3.3 3.3 3.5 4.8 - - 1" 25 -
B2 1.25" 42.16 55.10 41 41 4.2 5.0 - - 1.25" 25 -
40 1.50" 48.26 62.50 -— 4.2 4.3 5.2 6.0 -— 1.5" 20 -—
50 2.00" 60.32 79.00 - 4.8 4.8 6.0 78 8.0 2" 15 -
53 2.25" 63.00 90.00 - - - 6.5 7.8 - 2.25" 10 5
65 2.50" 73.02 91.80 - - 5.3 6.6 8.7 10.0 2.5" 10 5
80 3.00" 88.90 110.0 - - 6.0 7.4 9.9 10.5 3" 5 3
90 3.50" | 100.00 136.0 - - 6.0 7.4 9.9 18.8 &.5" S -
100 | 4.00" | 114.30 136.5 - -—- 6.5 8.5 12.0 12.5 4" 5 3
125 | 5.00" | 140.00 165.0 - - 7.7 10.2 15.2 16.5 Sh & 2
150 | 6.00" | 165.00 205.0 - - - - 16.5 - 6" 3 2
g Primo Nano Medium Standard Heavy Super Pipes Type mtrs feet
mm inch )
25 1.00" 12.5 15 21 26 - - Primo 40 130
32 1.25" 12.5 15 21 26 5 - Nano 50 165
40 1.50" - 15 21 26 35 - Medium 60 197
50 2.00" - 13 15 20 27 85) Standard 150 492
53 2.25" - -— - 18 26 - Heavy 250 820
65 2.50" - 11 18 18 26 85 Super Heavy 300 985
80 3.00" - - 11 18 26 35
90 3.50" 35
100 4.00" - - 10 16 26 35
125 5.00" - - 10 16 26 85)
150 6.00" - - - - 26 -
Color Coding of Pipes
ld?nt.lty Orange Peacock Blue Blue Red Green Black
Printing Color

@ BOTTOM ADAPTOR TOP ADAPTOR
2 . . . .
@ Materials of Construction Materials of Construction
§ S.S. 304 S.S. 304

Cast Iron Cast Iron
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